AL=0V AL-D1 AL-DZ AL=09

Reanex AC-50/51/52/53 is a premium proximity card reader for access control

and attendance management. Powered by strong 64-bit ZK6001 Microprocessor
and together with advanced algorithm, it is geared to provide unmatched reliability
and matching speed.

Specifications

Card Holders:
Transaction Capacity:
CPU:
Hardware:
Access Mode:
Read Range:
I/0O Interface:
Baud Rate:
Ethernet:
Wiegand 1/O:
USB:

Access Control Function:

LCD Panel:

Keypad:
Audio Visual Indicator:

Housing Material:
Power Requirement:
Operating Temperature:
Operating Humidity:
Options:

10000cards (optional: 30000 cards)

30000records

64bit ZK6001 Microprocessor

ZEMS500(Embedded Linux O/S)

Card Only, PIN Only, Card+PIN

10-15cm

RS232(10m)/485(1.2km)

9600-115Kbps programmable

10/100M

Any bit

Mini-USB 2.0 port

50 time zones, 5 groups, 10 open door combination,
supports multi-users enter. TTL for connecting to lock,
door sensor, exit button, alarm

4 line, 16 character each line(Username, ID no., time.
date, states)

4x4 metal keypad with 4 function keys

Red LED(Access Denied)/Green LED(Access Granted)
with Audible Beep

ABS

12V DC, 400mA

0 ~ 45 degree Celsius

20%-80%

Webserver, Wiegand Input, Antipass-back,
Multi-language display

ABOUT US
Reanex is a worldwide distributor of quality biometric fingerprint readers, biometric access control device, biometric fingerprint door locks and
proximity card readers catering to physical access security and time attendance management. Reanex serves the worldwide market through
channel partners and resellers. If you are interested to be our authorized reseller, do get in touch with us.
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